
Mounting Instructions for Grace Stitch Regulator 
 

 
1) Find the parts shown in the picture below: 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
2) Assemble the Grace encoders as shown below:  Make sure the washers are used 

and be careful not to loose the spring. 

 
 

 
 



 
3) Install brackets with encoders attached as shown below: 

a. Remove the sheet metal screw from the top right rear of the Carriage. 
b. Remove the locknut from the lower right rear of the Carriage. 

i. You will need to use on wrench between the frame and wheel 
bracket to hold the bolt head. 

c. Align the holes in the encoder bracket below with the hole where the sheet 
metal screw was and over the screw that the lock nut was removed from. 

d. Reinstall the sheet metal screw and lock nut. 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
e. Remove the ¼-20 bolt at the back of the frame end and install the bracket 

as shown below. 

 
 
 
 
 
 
 
 
 
 
 
 
 



 
f. Install second encoder from underneath the Carriage. 

i. The bend in the bracket needs to be inside the notch. 
ii.  Use the supplied Phillips head screw and bolt with the star washer 

between the nut and the bracket. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
4) It is recommended that you mount the main electronics box under the carriage and 

feed the cable from the push button control unit to the electronics box through the 
oval hole in the Carriage base. 

 

   


